
P R I M A R Y  A P P L I C A T I O N S

LED SIGNAL COLUMN LIGHTS 

D E S C R I P T I O N

BEA’s LED Signal Column Lights are designed for 
use in warning indication, indutrial automation 
and vehicle sensing applications. 

The Column Lights can be ordered in three light 
colors. LED color options include red, green and 
yellow.

F E A T U R E S  &  B E N E F I T S

• UL Listed

• IP67 rating for maximum performance in   
harsh environments

• LED colors available include red, green and 
yellow

• 18 – 30 VDC supply voltage

UL LISTED, SINGLE COLOR LIGHT
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LED SIGNAL COLUMN LIGHTS   UL LISTED, SINGLE COLOR LIGHT

A P P L I C A T I O N S

T E C H N I C A L  S P E C I F I C A T I O N S R E L A T E D  P R O D U C T S

Supply Voltage   18 – 30 VDC

Indicator Response Time

Off Response

On Response

10 ms

10 ms

LED Colors Red, Green or Yellow

Connector
78 in, 

4-wire integral cable

Operating Temperature

 –40 °F – 122 °F

95% @ 122 °F maximum relative humidity 

(non-condensing)

Degree of Protection IP67

Norm Conformance CE, UL 1598 Listed, UL 8750 Listed

10LIGHTC-G
COLUMN LED SIGNAL 

LIGHT-GREEN

10LIGHTC-R
COLUMN LED SIGNAL 

LIGHT-RED

10LIGHTC-Y
COLUMN LED SIGNAL 

LIGHT-YELLOW

10BEAMBOX
INFRARED

PRESENCE SENSOR

10SPARROW
MOTION SENSOR

10IS40P
PRESENCE 
SENSOR

PEDESTRIAN SAFETY SIGNALING WARNING LIGHTS

10BR3
LOGIC MODULE

10LZRI30
PRESENCE SENSOR

10FALCON
MOTION SENSOR

10LIGHTBRACKET
LED SIGNAL

LIGHT BRACKET

10PS1224
12 OR 24 VDC
POWER SUPPLY


