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300 MHZ FAMILY

300 MHZ WIRELESS TRANSMITTERS
AND RECEIVERS

LEARN MORE TECHNOLOGY

CERTIFICATIONS

40|

[E=

A
click or scan

APPLICATIONS

C

PRODUCT SERIES

Wireless Actuators

Limited Mobility

TECHNICAL SPECIFICATIONS

Frequency 300 MHz
Radio Control Type Analog
Input Voltage 24 VAC/VDC

Operating Temperature 14-131°F (-10-55°Q)

Setup 10 dip switch access code programming
Power
10T300HHX (1) 9-volt battery

10T300KEYCHAIN
10T300MINIPB
10T300PB
Receiver Dimensions
Without Flange
With Flange
Norm Conformity

DISCLAIMER

(1) 12-volt battery
(1) 12-volt battery
(1) 9-volt battery

4%0" (L) x 37" (W) x 1%" (H)
5%" (L) x 3 %" (W) x 1%" (H)

CE, FCC, IC

REA

10R300
300 MHz Analog
receiver

10T300HH4
4-Button handheld
transmitter

10T300PB

Wired transmitter
no case
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10T300HH
1-Button handheld
transmitter

10T300KEYCHAIN
1-Button keychain
transmitter

10T300HHDBL
2-Button handheld
transmitter

10T300MINIPB
1-Button miniature
wired transmitter
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