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REDUCE FALSE DETECTIONS WITH BEA’S MS51 SERIES 
BATTERY-POWERED, TOUCHLESS ACTUATOR

REDUCE FALSE DETECTIONS

MS51 / MS51W

BUILT-IN REDUNDANT SENSOR
Ensures consistent detection in the event of 

environmental interference such as window pollution

ADVANCED LIGHT CANCELLATION
Reduces false detections from direct  

sun and light in exposed areas

SELECTABLE IMMUNITY MODES
Mitigate environmental disturbances such as 

rain, water spray, and snow



PERFORMANCE 
THAT’S OUT OF THIS WORLD

MS51W KITSMOUNTING BOXES NEWNEW
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MS51 offers reliable operation with key features engineered to ensure 
performance in challenging conditions. 
The MS51W provides a completely wireless solution, reducing 
installation time.  

BEST-IN-CLASS BATTERY LIFE
3-year battery life* provides uninterrupted  

operation in the field

ROBUST CONSTRUCTION
Stainless steel faceplate and IP65 

rating for harsh environments

Convenient one-box solutions available! Simply choose your plate size 
(single-gang or double-gang). Kit includes your choice of faceplate, 

compatible mounting box, and a 900 MHz receiver module.

MAGIC SWITCH SURFACE-MOUNT BOXES provides low-profile  
surface-mount installation for the MAGIC SWITCH line of faceplates. 

IP65

* certain combinations of settings can affect maximum battery life


