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R1

PHOENIX EX

R2

PHOENIX EX-IT

10PHOENIXEX100

10PHOENIXEXXL100

10PHOENIXEXW100

10PHOENIXEX-IT100

10PHOENIXEXXL-IT100

10PHOENIXEXW-IT100

10FALCONEX100

10FALCONEXXL100

10FALCONEXW100

EX™ EX™ XL EX™ WIDE

FOR INTERNAL
USE ONLY

AR#

SO#

PO#

EXPLOSION PROOF FAMILY
ORDER FORM

CONTACT

EMAIL

PHONE

COMPANY

ADDRESS

CITY, STATE & ZIP

1. TAMPER CIRCUIT REQUIRED?

NO skip step 2 and select a FALCON product from step 3

YES proceed to step 2 to choose a PHOENIX product

2. TAMPER DETAILS (PHOENIX sensors only)

3. DETECTION ZONE / PRODUCT SELECTION

Based on the available options below, choose ONE of the desired products based on the 

preferred detection zone.  Reference diagrams at top of page.

INTEGRATED WITH SIGNAL WIRES (PHOENIX EX)

INDEPENDENT (N.C.) FROM SIGNAL WIRES (PHOENIX EX-IT)

YES - 1K and 2K (typical)

NO (customer will supply)

YES - custom*

RESISTOR VALUE:

RESISTOR VALUE:

* note that custom value requests could impact lead time

You must complete separate forms if multiple product selections are needed for the order.

TRANSIENT SUPPRESSION DEVICE

TO USER PANEL

tamper

resistor

TO USER PANEL

white greenyellow

COM N.O. signalN.C. signal

brown gray

Tamper Tamper

QUANTITY:  

CABLE LENGTH:  

100 ft (default)

custom

All sales resulting from this signed order form are enforced by BEA, Inc. upon the terms 
and conditions, available on us.BEAsensors.com. 

Any additional or different terms or conditions set forth in any purchase order or similar 
communication are hereby rejected and shall not be binding or effective unless expressly 
agreed to in writing by an authorized representative of BEA, Inc.

CUSTOMER SIGNATURE

TODAY’S DATE NEED-BY DATE

Before beginning your technical selection, 

review the available detection zones to ensure 

that the available products will suit your 

application.

MADE A MISTAKE?  
CLICK TO RESET FORM.SELECT YOUR DESIRED TECHNICAL CRITERIA

mounting height range: 
11.5 – 23 ft

shown at 16 ft mounting height shown at 11.5 ft mounting height shown at 11.5 ft mounting height

mounting height range:  
6.5 – 11.5 ft

mounting height range:  
11.5 – 21 ft
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FORM REVIEW – INTERNAL USE ONLY

By signing below, I declare that I have reviewed the entries above, 
that the entries above are in alignment with customer needs, and 

approve for order entry.

By signing below, I declare that I have reviewed the entries above, 
find the entries above to be technically logical, and approve for 

production.
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