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12 V 
TRANSFORMER

12  VAC 115 VAC

INTERIOR WIZARD

NOTES:  1)  WIZARDS WILL OPERATE WITH THE 12 VDC ON PINS 1&2, 5&6. 
               2)  LEAVE JUMPER AS IS ON "ADJ".  DO NOT MOVE POTENTIOMETER. POWER SUPPLY
                    IS FACTORY PRESET FOR 3VDC.
               3)  WHEN DOING A VSC CONVERSION TO WIZARD G3-V IT IS RECOMMENDED 
                    TO CONNECT THE POWER FOR YOUR CAMERA'S POWER SUPPLY TO THE EXISTING
                    12VAC TRANSFORMER PREVIOUSLY CONNECTED TO THE VSC.

TB- 2
1
2
3
4
5
6
7
8

TB- 3
1
2
3
4
5
6
7
8

HOLDING 
BEAMS

COMMON
EXTERIOR SCAN

INTERIOR SCAN
COMMON

DURAGLIDE INTERFACE BOARD

COMMON

IF AFTER TROUBLESHOOTING A PROBLEM, A SATISFACTORY SOLUTION CANNOT BE ACHIEVED, PLEASE CALL B.E.A., INC.
FOR FURTHER ASSISTANCE DURING EASTERN STANDARD TIME AT 1-800-523-2462 FROM 8AM - 5PM. FOR AFTER-HOURS,
CALL EAST COAST: 1-866-836-1863 OR 1-800-407-4545 / MID-WEST: 1-888-308-8843 / WEST COAST: 1-888-419-2564. DO NOT
LEAVE ANY PROBLEM UNRESOLVED. IF YOU MUST WAIT FOR THE FOLLOWING WORKDAY TO CALL B.E.A., LEAVE THE
DOOR INOPERABLE UNTIL SATISFACTORY REPAIRS CAN BE MADE. NEVER SACRIFICE THE SAFE OPERATION OF THE
AUTOMATIC DOOR OR GATE FOR AN INCOMPLETE SOLUTION.WEB: WWW.BEASENSORS.COM
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POWER SUPPLY

SEE NOTE 2

SEE NOTE 3

VIDEO OUTPUT
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