
SIZE: DRAWN BY:

A

100 ENTERPRISE DRIVE
PITTSBURGH, PA  15275
PHONE: (412) 249-4100
FAX:       (412) 249-4101
EMAIL:   www.beasensors.com

REV BY:
WJR

SCALE: DATE:

NONE 15 FEB. 2019

PART NO:

SHEET

1 OF 1

NOTES:

TITLE:  Br3-X DAY NIGHT WITH ACCESS
CONTROL TO SWITCH AND UNLOCK
DURING DAY
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1) FOR INPUTS 1 & 2 ANY "DRY" CONTACT ACTIVATION DEVICE MAY BE USED.

SEE NOTE 2
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Upon completion of the installation or service work, at a minimum, perform a daily safety check in accordance with the minimum
inspection guidelines provided by AAADM. Provide each equipment owner with an owner’s manual that includes a daily safety
checklist and contains, at a minimum, the information recommended by AAADM. Offer an information session with the equipment
owner explaining how to perform daily inspections and point out the location of power/operation switches to disable the equipment if
a compliance issue is noted. The equipment should be inspected annually in accordance with the minimum inspection guidelines. A
safety check that includes, at a minimum, the items listed on the safety information label must be performed during each service call.
If you are not an AAADM certified inspector, BEA strongly recommends you have an AAADM certifi ed inspector perform an AAADM
inspection and place a valid inspection sticker below the safety information label prior to putting the equipment into operation.

24/7 Tech Support: 1-800-407-4545 | Customer Service: 1-800-523-2462 |
General Tech Questions: Tech_Services@beainc.com | Tech Docs: www.beasensors.com
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(SHOWN DE-ENERGIZED
IN NIGHT MODE)

(OPTIONAL)

TO ACCESS CONTROL SYSTEM

Day/Night mode controlled by Access control with electric lock unlocked in day mode. 
 In Day mode, lock is held unlocked and both push plates are active. 
 In night mode, lock is locked and exterior push plate disable. Keypad will unlock door and enable 

push plate for 5 second.  
Shown in night mode. 


